
Straight board mount with male contacts

Part number

Standard version NFF certifi ed version

Solid machined contacts Stamped & formed contacts Solid machined contacts

PCB thickness 2.4mm
PCB tail length 3.4mm

PCB thickness 3.2mm
PCB tail length 4.2mm

PCB thickness 2.4mm
PCB tail length 3.4mm

PCB thickness 3.2mm
PCB tail length 4.4mm

PCB thickness 2.4mm
PCB tail length 3.4mm

SMS2GE4* SMS2GE40* SMS2SE4* SMS2RE4* -

SMS3GE4* SMS3GE40* SMS3SE4* SMS3RE4* SMS3GE43*

SMS4GE4* SMS4GE40* SMS4SE4* SMS4RE4* -

SMS6GE4* SMS6GE40* SMS6SE4* SMS6RE4* SMS6GE43*

SMS9GE4* SMS9GE40* SMS9SE4* SMS9RE4* SMS9GE43*

SMS12GE4* SMS12GE40* SMS12SE4* SMS12RE4* SMS12GE43*

SMS15GE4* SMS15GE40* SMS15SE4* SMS15RE4* SMS15GE43*

SMS18GE4* SMS18GE40* SMS18SE4* SMS18RE4* SMS18GE43*

SMS24GE4* SMS24GE40* SMS24SE4* SMS24RE4* SMS24GE43*

SMS36GE4* SMS36GE40* SMS36SE4* SMS36RE4* SMS36GE43*

Nbr. of contact
Nbr. of discrimination 

cavities
A B C D E

2 0 11.1 - 19.1

13.4

5.93 0 16.2
14.0

10.2

4 0 21.3 15.2

6 0

16.2

19.2

10.2

10.9

9 4 24.2 16.0

12 0 29.2 21.1

15 8 34.3 26.1

18 10
39.4 31.2

24 0 21.2 15.2

36 0 46.5 15.2 54.6 20.9

E

B D

7.0

5.08

Ø
0.

8

2.4

7.0

PCB tail length

5.08

AC

Ø3.5

Contacts type

Dimensions

* for coding plating see 
Example: SMS12GE4J9 - SMS with 12 solid machined contacts, plating J9

5.
9

SMS Series  |  Board mount Quick Mating (Pitch: 5.08mm)

Note: all dimensions are in mm
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