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OUR WRITTEN CONSENT, AND HAS TO BE RETURNED TO US IN CASE OF NO USAGE
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Catalog Number Dimension
A max | B :0.15]C «0 2| D <0 15| E ¢0.15] F =0.25] G «0.15] 4 :0.15 | J =01
UTGO 1875 (H) 04| 2.5 17 8] 28.5 27 .0 333 31 313 | 27.8
UTGO187P (H) 3.0| 25 78| 28.5 270 333 31 313 | 27.8
MATER I AL
~ BODY : GLASS-FILLED POLYESTER.
COLOUR : BLACK.
_ TRILOK RING : HIGH STRENGTH CuZn ALLOY NICKEL PLATED.
PERFORMANCE CHARACTERISTILCS
_ OPERATING TEMPERATURE : -55 °C TO +125 °C.
_ INSULATION RESISTANCE : 5000 M Ohm MIN.
~ TEST POTENTIAL 2000 V EFF .
- DESIGN ACCORDING TO VDE 0110 GROUP C/380V.
NOTES
1 CONNECTOR ACCEPTS # 16 STRIP FORMED. MACHINED AND SUBMINIATURE COAXIAL
PIN AND SOCKET CONTACTS.
2 CONTACTS TO BE ORDERED SEPARATELY : REFER TO DRAWINGS BSA 060291, BSA 060101,
BSA 060152
3.FOR WATERPROTECTED VERSION : ADD ‘H® TO THE CATALOG NO. E.G. CAT.NO. : UTGO187SH
GEN. ST. | 01 \ 02 \ 03 \ 04 \ 05 \ 06 \ 07 \ 08 \ 0D \ 50 \ 60 \ 70 \ 80 \ 90
INT. sT. |10]11]12]13]14]18]20]31]32|33|34]38]39] 40| 42| 43]44]45]46| 48|56 |70]72]73]75|76|81|82|83|84 88
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