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REV. | DATE DESCRIPTION BY C'K'D’
00 | 25.10.96 SIZES UPTO103SHVDE AND UTPO187SHVDEU ADDED] S.V.D.
01 16.04.97 NOTE 5 ADDED S.V.D.
WIRING FACE 02 [ 09.11.04 (HANGE 0-SEAL MATERIAL R.Ch
03 [ 27.11.07 DELETE "VDE" AT THE END OF PART NUMBER R.Ch
A MAX. [ MATING FACE] .
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CAT . NUMBER A MAX . B:0.15 (0.2 @ [D:0.15 F:0.25 F:o.25 ¢ (3:0.1 @ H:o.1 @ S0
UTPO103SH 27 .6 2.3 11.3 15.0 18.3 23.8 3.7 17.3 15 .1
UTPO104SH 24 .3 2.3 11.3 15.0 18 .3 23.8 3.2 17 .3 15 .1
UTPO125SH 24 .3 2.3 11.3 19.0 20.6 26 .72 3.2 21.8 18 .72
UTPO128SH 24 .3 2.3 11.3 19.0 20.6 26.7 3.7 21.8 18.72
UTPO1412SH 24 .3 2.3 11.3 272.27 23.0 28.6 3.2 25.0 21.4
UTPO1619SH 24 .3 2.3 11.3 25.3 24 .6 31.0 3.2 28 .1 24 .6
UTP0O187SH 30.4 2.5 17.9 28.5 26.9 33.3 3.2 31.3 27 .8
UTP0O18235SH 24 .3 2.5 11.3 28.5 26 .9 33.3 3.2 31.3 27 .8
UTP0OZ2028SH 27 .0 2.5 14.5 31.7 29 .4 36.5 3.7 34.5 30.9
UTPOZ2235SH 28.0 3.5 14.5 34.9 31.6 39.7 3.2 37.7 341
UTPO?7448SH 30 .4 3.5 15.3 38.0 34 .9 47.9 3.9 40.9 37 .3
UTPO128SH AS SHOWN
[ PANEL CUT-0UT
MATERITAL
- BODY : GLASS-FILLED POLYESTER UL94-VD. COLOUR : BLACK
- 0-SEAL : NBR

PERFORMANCE CHARACTERISTICS

- OPERATING TEMPERATURE :
- INSULATION RESISTANCE :
- TEST POTENTIAL

-25 °C TO +125 °C.
5000 MOhm MIN.

: 2000 V EFF.
- DEGREE OF PROTECTION PER DIN 40050 :

NOTES

P65

1.CONNECTOR ACCEPTS Nr 16 STRIP FORMED SOCKET,
AND SUBMINIATURE COAXTAL PIN AND SOCKET CONTACTS.
.CONTACTS TO BE ORDERED SEPARATELY :
.FOR OTHER INSERT ARRANGEMENTS SEE BS,C
.MATING PART : UTP6----P

.THE CAVITY MARKING OF ALL SIZES IS WITH LETTERS.
THEY HAVE A NUMBERING.

U wN

MACHINED SOCKET

~
REAR PANEL MOUNT\NG/
FRONT PANEL MOUNT ING

REFER TO TRIM - TRIO CATALOG.
,201458,000
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